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SPECIFICATIONG FOR SBGURELY DEGK TRAY

GENERAL: Trays shall be fabriceted of 24 gauge sheet steel wihb-weided M‘e ’ﬁ"‘v
ape rigid and durable construction. The hinges shell be

separable but the box, vhen closed, shall be $ight end secure. Shall be

mede in two siges gs Tollows:

Outelde
{a) Clear Inside Measurements Heagursment
height, 23" (exelusive of lock work)
length, 15 1/16" ¥ot over 15 7
width, 9 13/16" Hot over 10 1/16"

{b) hetght, b7 (exc%uaiw of bolt work)

length, 15 1/16 Not aver 1547

width, 9 13/16" Not over 10 1/16"-
(including careying handis)
CTION: Shall be zma."‘f" 457 one-prece or WETET WLt O Tlaps
iy 1ds-being-on-the.gutelde end all exposed edpes hemmed , —tme
P - T ’t. .:” ‘i:"_j‘“‘“'m vy ) ) L 3 & »—M—W"m O

%&W winge-jlece j The front end shall bave a _flsred opening. the
25" size beingli" wide™S/h" up from the bottom and 82" wide st the top;

the L size being 4" wide 1" wp from the bottow and é*“ wide at the top.
Label holder ghall be aﬁam?aé on the st side aa shown to recaive an iden.
tification card 7/16" by 27. (m&»;g,g,gi bolt gonkets. shsll -be-butlt
in- et -each top front corner. to properly eﬁgﬁ”%ﬁa “looking bolte, A1
diemeter removal port hole shsll be cut in the bottom 12" back frow the
front wid way between the sidesd The back end shall be properiy slotted
to recelve the cover flap when the cover iz placed unfer the tray. The

L™ tray to be equipped with & carrying hendle.

LY

"3 forwed.of ope place -ef-metal with Tiipges for
aprner-welds -bedng on.the inside and)all exposed edges hemmed, | Taowbhaok:
end.-shall b foubled end hemmed with suf?icistit metsl projecting under- the
D uplded. 4% the exposed edge had Tormed 46 wAke u #Yoge Titting
. intarlock the jamb hinge section ol the bobttow: Tw-bings
: ~Pigid\gad- secure vhen locked -and to permit-the vemwoval of
the, cover.for. 48y nasw-4 The front end shall be so forwed ae to completely
close the front when ieskedfand have an.-integral flap to g6- aAowl § be~
yord the-botion of the frout opening to g then -and close the.end Prow
pillering) The sides of the cover shell Hd. 7/16" high at the hinge end
and 1" high where it meets, apd.is.smlded o the -front end. ( favbatantis)
bed plale.shall be welded to place for vecelving ¥he lock and contiguons
léckwork with the necessary brackets for supporting the locking bolts. )

LOCKWORK: - The lock shall be very durable with 7 pick-resistive levers and
poagible of 200 master key changes and 1,200 operating key changes. The
key$ shall be 1/16" thick. They shell be master keyed in groups of 10 or
BOre §s required. One waster key shall be furnished for esch group and a
pair of keys for esch tray. A bed plate fitted with NECEBPATY HCYEVS,
Tulerun poste and key wards shall be welded to the inside face of the
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cover, also suitable guides at each side for the locking bolis. The lock
shall b Pitted with & sultable extension piece to connect with the itwo
%g which ip-furn will be connected to the two locking bolts and
when sngenbisd wi*l foru s durable, sszcure and free working, double acting
harts sW-to properly engage the bolt sockets on the tray section
he” 1ocked position will be close Titting and easily operated.

CONDITION: All cormers shsll be well rounded. A1l inside and cutside sur~
Paces shall be Trae of any burrs, sharp projections or snags. ALl hems and
fispe sball be well ironed out end swoothed. The handle and 1dentification
label holders will be free from projections. When completed the top and
bottom surfaces will be flush and emcoonth so no damage will ccour to deeks
or table top Pinlshes. Ends and sides will also be smooth and flush.

FINISE: All surfaces inside and out will be properly cleansd snd prepeved
then glven & prep coat of bonderizing materdal and & Tinish of neutral

grey Or neutral meroon and brought to a good furniture finish. Color
samples will be supplied by the successful bidder prior to filling the order.
The top snd bottom surfaces will be given a subsitantial ani durable coat

of nylon floxing of a wetching color, cars being teken to have the edges
well floxed Por protective purposes. When properly dried the loogse Tloxing
will be fully removed to prevent dusting in use.

PACKAGIRG: The palr of keys will be placed im an 2uvelops and then plsced
inzide the corresponding box which will be left unlocked. Each box will
be individuelly wrepped with good gquality kraft puper and certoned in lots
govarned by the mastered keyed groups. Csrions will be properly identified
s necepgary, Specisl instructions will be given for transmission of the
waster keya,

DELIVERIES: Made to the Agency wershouse at Franconis, Virginia.

METHOD OF USE: During the day, the cover will be nested under the tray,
with integrel flsp hinged thru the slot in the back of the {ray to perwit
the ready use of the removal port and .usaﬁf 8% & convenient desk tray. If
gonditions perumit; the cover mey be leld agide and the tray used withoubt it
during such workisg hours as peruissible. hen necessery to leave the tray
momentarily or at lunch periods, the tray may be cloged and locked Tor in”
teriw protection,) At the close of the deys work, the sccumulations mey be
placed within the tray using caublon to:

{1} Avoid placing any small pepers vwhich might shake or sift oud
of ?‘w h;nge slot in the back end of the tray or contigucus
to the slot.

(2) Avoid overlosding the trey or forceful elosing to prevent
damage to the locking wechanism or resulting trouble.

The locked tray is then ready for night storage -
the tdentification label exposed Tor convenlent identifieation of the
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